
Gamiviti INSTALLATION INSTRUCTIONS

Product: Roof Rack Receiver 

The instructions below presume you’ll be using 3 sets of rack receivers for your awning installation.  Adjust as necessary for 
your application — you will likely need a helper if only 2 sets are used, but 3 can be done alone.

Once you are satisfied with the location of your awning, you can eliminate the vibration by adding one or more pieces of the 
supplied shrink wrap to the awning portion of the receiver. Start with just one, as it creates a fairly tight fit, so make sure it 
works well with 1, and test it out a little, before going to 2. Our experience is once the final shrink wrap is in place, you will 
have eliminated all rattles coming from the receivers.

Also prior to installing, make sure the inside of the roof receiver is completely 
free of burrs.  You may also need to knock down a little bit of the inside welded 
seam with a file, if the fit is too tight.

To install, slide the shrink wrap all the way on, so it bottoms out on the flange 
portion. This will help prevent slippage when installing into the rack receiver.  A 
heat gun works best to shrink the tubing, you can also use a small torch or oven. 
Get it as tight as possible, as it’s a very snug. Use a utility knife to cut out the holes after you shrink the tubing. 

If you’re annoyed by the little jiggle remaining from the snap pins, you can further reduce that by adding another piece of 
tubing to its loop (not supplied), or wrapping some electrical tape around the hoop, or replacing the pin altogether with a 1/4” 
bolt and nylon nut.   The latter will be the best, but you will lose out on some of the convenience of the quick-release receiver 
system. It’s your choice. Our experience is the minor rattling is tolerable, not much more than the zippers of the awning itself.
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Start by loosely bolt-
ing each of the male 
sides of the receiver to 
your awning, as close 
as possible to their 
final location. 

Tighten the center 
piece, insuring that 
it is square to your 
awning extrusion. It’s 
important that these 
pieces are square, for 
best performance.

Install just the middle 
location rack receiver, 
deciding if you want 
this to be on top or 
bottom of your rack.  
Raise the awning up 
and engage the middle 
receiver piece on the 
awning, then secure 
it using the supplied 
snap pin.  This will 
hold the awning in 
place, while you install 
the other two rack 
receivers in front and 
back. 

With the middle posi-
tion secure, install the 
rear receiver, adjust-
ing the location of the 
piece on the awning 
as necessary to insure 
proper alignment. 
Again, make sure 
that piece is nice and 
square to the awning 
itself, then tighten all 
screws. 

Do the same in the 
front, again first lining 
up the location of the 
awning piece, securing 
the roof rack receiver, 
making sure the aw-
ning piece is square, 
then tightening all 
bolts. When you are 
complete, your awning 
is installed.  
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INSTALLATION LOCATIONS

How you install your awning is personal preference, however an ARB awning on the 100 series with Gamiviti rack (pictured 
above), installed with the rack receivers below the rack can be the ideal setting. This positions the awning just below the top 
plane of the roof rack, allowing materials transported on the rack to be slid off sideways, above the awning. It also is just high 
enough to clear the doors below, literally positioning it out of the way.

When the awning is in place, the receivers remain on the rack out of harm’s way, ready for the next time you install your aw-
ning, or your next accessory.

Page 2 of 2

Gamiviti INSTALLATION INSTRUCTIONS

Product: Roof Rack Receiver 

Awning installed Awning below top of rack Awning above top of doors Awning installed


